
 PRODUCT DESCRIPTION  COVERAGES 
Permacoat Elastomeric Texture Coating is an all elastomeric acrylic 
textured finish for use on above grade exterior walls and previously coated 
surfaces.  The highly flexible finish can bridge hairline cracks on concrete, 
stucco base coats and masonry surfaces.  It can also be used over EIFS 
systems, cured stucco and concrete surfaces.
Permacoat Elastomeric Texture Coating is specifically made to be used in 
conjuction with PermaCoat Primer/Sealer.  
Permacoat Elastomeric Texture Coating comes in a Medium and Coarse 
Sand Texture.

Permacoat Elastomeric Texture Coating approximate coverages are as follows 
per 5 gallon pail:

     Medium Texture - 400 - 600 sq ft per 5 gallon pail
     Coarse Texture - 300 - 500 sq ft per 5 gallon pail

Drying times will vary due to climate and humidity between 2 to 4 hours at 70 
degrees F.  Never apply finishes when it is raining or freezing condidtions are 
expected within 24 hours of application.

 APPROVED SUBSTRATES  LIMITATIONS AND MANUFACTURER'S WARRANTY 

Permacoat Elastomeric Texture Coating can be applied over new and old 
stucco, concrete and masonry surfaces, water based painted surfaces (flat or 
weathered surfaces) all properly cured one-coat and 3-coat stucco base 
coats.  When applying over new stucco and concrete surfaces, make sure the 
walls are cured properly and that there is no eveidence of efflorescence, from 
releasing agents or chalking.  It is highly recommended to apply PermaCoat 
Primer/Sealer for a better overall performance of the system.

 MIXING AND APPLICATION 
Permacoat Elastomeric Texture Coating should be mixed in its own 
container using a low rpm drill mixer to ensure color uniformity and minimize 
air entrapment.  Add between 1 pint and no more than 2 quarts of clean water 
per 5 gallon pail to get working consistency to achieve desired texture 
pattern.  Use less water for coarser textures and more water for finer textures.  
Always make sample for approval before beginning work.
Permacoat Elastomeric Texture Coating can be applied by roller, brush or 
spray methods.  Spray method is the most recommended and when spray 
applying, it is recommended that the proper spray equipment and air pressure 
is being used.  Consult manufacturer for proper use.  It is always highly 
recommended that a professional contractor apply these types of finishes due 
to the complexity of proper mixing, application by spraying nad roller 
techniques used to achieve the different textures.  It is recommended to apply 
two coats or one coat of tinted primer and one coat of texture coating for best 
coverage.
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Permacoat Elastomeric Texture Coating must be applied to a clean surface 
free from all foreign matter, efflorescence, oil, dirt, and any other bond inhibiting 
materials.  Do not use this product in extreme heat, indirect sunlight or freezing 
conditions.  Always store product in a cool covered area and never expose 
product to direct sunlight or hot areas for long periods of time.  When stored 
properly product has a shelf life of 6 months.

Permacoat Elastomeric Texture Coating  can be warranted when applied as 
part of a full Unicoat System and by a certified applicator .  The sole warranty for 
the product alone is replacement of materials used to correct any defective 
material of this product:  no other warranties are either express or implied.
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