
 PRODUCT DESCRIPTION  CURING AND COVERAGES 
TEXTONE HYBRID ACRYLIC STUCCO FINISH is a 60% Acrylic to 
40% Elastomeric Finish for use on above grade wall and previouly 
coated surfaces.  The semi-flexible finish can bridge most hairline cracks 
on stucco base coats and masonry surfaces.  It can also be used over 
EIFS base ocats, cured stucco and ocncrete surfaces and is specifically 
made to be used in conjunction with most stucco base coats.  
TEXTONE HYBRID ACRYLIC STUCCO FINISH come in Coarse Sand 
and Coarse Rilled Texture Finishes.

TEXTONE HYBRID ACRYLIC STUCCO FINISH 
When applied by hand at a thickness of 1/8" to 1/4" coverages are as 
follows:
Coarse Sand Finish - 110 to 120 sq ft.
Coarse Rilled Finish - 100 to 110 sq.ft.

If spraying product on surface, coverage will be significantly less due to 
waste and how thick the product is sprayed on the wall.
Drying times will vary due to climate and humidity, between 2 to 4 hours @ 
70 degress.  Never apply finishes when it is raining or when expected 
temperatures are below 40 degress within 24 hours.

 APPROVED SUBSTRATES  LIMITATIONS AND MANUFACTURER'S WARRANTY 
TEXTONE HYBRID ACRYLIC STUCCO FINISH can be applied over 
new and old stucco, concrete and masonry surfaces, water based 
painted surfaces (flat or weathered surfaces) all properly cured one-coat 
and 3-coat stucco base coats.  When applying over new stucco and 
concrete surfaces, make sure walls are properly cured and that there is 
no evidence of efforescence or chalking.  It is highly recommended to 
apply UNICOAT PRIMER/SEALER for a better overall perfomance of 
the system.

 MIXING AND APPLICATION 
TEXTONE HYBRID ACRYLIC STUCCO FINISH should be mixed in it's 
own container using a low rpm drill mixer to ensure color uniformity and 
minimize air entrapment.  Do not add more than one pint of clean water 
per 60 lb pail.  Apply in one coat in a tight trowel motion to where the 
aggregate is your guide.  Coarse Textures will be thicker coat.
TEXTONE HYBRID ACRYLIC STUCCO FINISH can be applied by hand 
with a plastic trowel or by spray method.  When spray applying, it is 
highly recommended that the proper spray equipment is being used.  
Consult the manufacturer for proper use.  It is always highly 
recommended that a professional plastering contractor apply these types 
of finishes due to the coplexity of proper application and floating 
techniques used to achieve the different textures in a uniform manner.
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TEXTONE HYBRID ACRYLIC STUCCO FINISH must be applied to a 
clean surface free from all foreign matter, efflorescense, oil, dirt, and any 
other bond inhibiting material.  Do notuse this product in extreme heat in 
direct sunlight or freezing condition.  Always store product ina cool covered 
area and never expose product to direct sunlight or hot areas for long 
periods of time.  When stored properly product has a shelf life of 6 months.
TEXTONE HYBRID ACRYLIC STUCCO FINISH   can be warranted when 
applied by a certified applicator and all application requirements are fulfilled.
The sole warranty is replacement of materials used to correct defective 
material:  no other warranties are either expressed or implied.
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